How to configure P8000 with TN5250 emulation

Open the browser and type printer IP address. User is root and no password then ok

PRINTRONIIX

WHEN RELIABILITY COUNTS

Configuration Status Help Usermeme | root

oNLINE

E-NET READY

RIBSON LIFE 7%

Ribbon 97 %

Firmware

Serial Number

Name

NIC Version

mAC
Print Queue

fos HOST ]

1006
H P Type here to search A~ Gm A

Click on TN5250\TN3270

B3 Princroniy Pulse. X 0 Ineg thetEnterprse - X+ = g X

€5 C AN

10.25465.144 * CO0O8@

PRINTRONIX

WHEN RELIABILITY COUNTS

Configuration Status Help About

500 lpm Line Printer

onLINE
Printer setings

TCPIIP network setings
E-NET READY

Destinaton, Model, Log Path, ad /0 port configuration RIBHON LTFE S7%

Shortutto the printpath mocel cenfgureticn forms
Shorteut o the print path log pach configuration forms Faul o/
st of
TNSZSU370: T configuration settngs Ribbor  57%
configuration settings Fimware 376136 VA.11E

- Serial Number  6TGEA1548010
Administration:  Names and passvords

aon modes (reboct. factary defaults, upgrace, and job capture) [P sena]

Name P_31375t

System:  Sysiem op

NIC Version 21106
MAC  (0:08:95:61:97:50
Print Queus
e HOST

5,14jtn52500onf t




Type AS400 IP address then Printer Name then *none and click on Auto Connect then SUBMIT
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Click on REBOOT and device will be created on the AS400

R oy Puse D Inegroted rinetEnteprsel X |

£ C AN

WHEN RELIABILITY COUNTS

Configuration Status Help About

Printer | Network | Print Path | Print M\ee | Log Path | TNSZ50/3270 | SNVIP | Admiristraiion | System

\ «{ atus
System 7] \

o] \ 500 Ipm Line Printer
\
\ onLe
NOTE: Rebeaf anc Deault wil mmediakly shut cown all services on th Intgrated PiniNet Entrprie and reset he unit
EHET RERDY
Reboot This will reaoot tha printer.

RIBBON LIFE 97%

[Default]  Thi willreset the Integrted Printet Enterpriseto factry defaul setings and rebcot the printer

— Faul o

(Upgrads | Thiswilluggrade the prirters firmware State o)
Ribbon 97 %

Fimware 376136 V4.01E

Serial Number  6TGEATS:

256 kB | of memory.

e datato a fle.

210

This willstart the job caplure o

[Gpload] T wiluglosdt

Name  P_31375¢

NIC Version

MAC  (0:08:95:81:97:50

Print Queue

= oSt

H P Type here to search




AS400 Printer Device Status (Active) and Spooler (Started)
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